
entry panels, handsets and monitors



Modular entry 
panels

HSC/1HNA HSV/0ST +
HSP/6ST

HSC/1AU +
HSP/12DAU

Anodised aluminium (ST) Anodised brass (AU) White (BI)
Brass effect 1 button flush mount modular
audio entry panel with MNA/102LR access
control keypad which operates two relays
and offers 100 x 4 digit entry codes.
Embedding box 240hx118wx50d, front
plate 252hx130wx16d (mm)

White 4 button flush mount
modular audio entry panel.
Embedding box 240hx118wx50d,
front plate 252hx130wx16d (mm)

Aluminium 1 button flush mount
modular video entry panel with
rainshield. Embedding box
240hx118wx50d (mm).The rainshield
dimensions are 282hx160w

Brass effect 8 button surface mount
modular video entry panel with
rainshield.The surface rainshield
dimensions are 377hx160w  

Aluminium 1 button flush mount
modular audio entry panel.
Embedding box 145hx118wx50d,
front plate 157hx130wx16d (mm)

The right colour for every backdrop
Being able to choose the most suitable
colour means Targha can change its
appearance to fit in with any
surroundings and architectural style.

Surface mount or recessed,Targha’s slim lines make a
discreet statement.
Each panel is only 28mm deep, 207mm high and 99mm wide.

The innovative entry panel from bpt
merges the utmost modularity and
functionality with the most advanced
aesthetic values contemporary design
has to offer.

Easy to install,Targha is particularly
suitable wherever leaving the existing
structures untouched is of
paramount importance.

● The Targha with keypad offers 
integrated access control

● LED backlighting system provides 
an appealing illumination of 
the buttons 

● Colour or black & white  
camera option

● Built-in rainshield

White 1 button surface mount
modular video entry panel with
information module.The surface
dimensions are 377hx160w 

Targha entry 
panels

Two button video panel and an
access control keypad expansion
panel which operates two relays 
and offers 100 x 4 digit entry codes

1 button audio panel with an
integral access control keypad
which operates two relays and
offers 100 x 4 digit entry codes

1 button audio panel and 
12 split button expansion panel

0 button video panel and
6 button expansion panel

HPP/3HNA + HSV/2ST +
HNA/102LR

However large a system you need,
bpt has the perfect solution with
their modular entry panels.The
choice is extensive - with a choice of
functional modules, audio or video,
flush or wall mount.

Available in a variety of styles and
colours, they blend in effortlessly
with the style of any building.

The only standard feature is bpt's
renowned quality.

Twelve buttons
thanks to split
buttons.
They replace the
standard buttons
to serve twice the
number of users.



Stainless steel vandal
resistant entry panels
Representing an industry-leading
combination of style, strength and
durability, there’s a vandal resistant,
tamperproof model to suit every
application.

Available in 12swg stainless steel,
polished stainless steel and solid
brass with vandal resistant screws,
the panels are available as audio and
black & white or colour video and
can be flush mount or slotted into a
surface housing.

Any configeration can be made 
to order.

VRA/1
Audio, dimensions for 1-6
buttons, 225hx120w front
plate dimensions

VRAW/1
Audio, dimensions for 1-2
buttons with makralon
windows, 225hx120w
front plate dimensions

VRAP/1
Audio, dimensions for 1-2
buttons with prox reader cut
out, 225hx120w front plate
dimensions

VRAK/1
Audio, dimensions for 1-3
buttons with access
control keypad, offering 
50 user codes, 325hx120w
front plate dimensions

VRV/1
Video, dimensions for 1-3
buttons, 225hx120w front
plate dimensions

VRVW/1
Video, dimensions for 1
button with makralon
windows, 225hx120w front
plate dimensions

Back boxes are 35mm deep and 20mm less than front plate in height and 16mm less in width.
Require HA/200 audio module or HAV/200, HAVC/200 audio video module.

VRVP/1
Video, dimensions for 1-4
buttons with prox reader cut
out, 325hx120w front plate
dimensions

VRVK/1
Video, dimensions for 1-2
buttons with access control
keypad, 325hx120w front
plate dimensions

Targha vandal
resistant entry
panels

HPC/2VR
2 button audio panel

HPV/2VR
2 button video panel

The vandal-resistant Targha entry
panel blends a particularly attractive
design with a highly resilient
structure. Special burglar-proof
screws and the mechanical qualities
of the buttons ensure that they are
hardwearing and tamperproof.

The special technical features assure
outdoor resistance and the materials
used - stainless steel and 4mm thick
polycarbonate - enhance Targha’s
tamperproof and knock-resistant
properties.

Each panel has back box dimensions
of 207x87x51.5mm with the front
plate measuring 208x99x22mm.

HPV/2VR + HPP/6VR 
2 button video panel and 
6 button expansion panel

Polished stainless steel

Solid brass

VRSH surface housing

HPC/2VR + HPP/6VR
2 button audio panel and 
6 button expansion panel



Up-to-the-minute styling, advanced
technology and bpt’s famous
reliability and simplicity make
these the natural choice.

With a range to suit any size of
application and suitable for use
with multi-caller digital systems,
both audio and video offer a
choice of sizes, colours, vandal-
resistant Targha ATD or VTD 
and the option of flush or 
surface mount.

The video panels have easy-to-
adjust black & white or colour
CCD video cameras and the new
VR System 300 panels can cater
for up to 65,000 addresses.

Digital entry 
panels

DDA entry
panels

HAC/200VR
Targha style vandal-resistant
digital audio panel, 208hx99w

VRVD/KEP/300
12swg stainless steel vandal-
resistant video panel, 550hx165w
front plate dimensions

VRVD/KEP
12swg stainless steel vandal-
resistant video panel, 490hx165w
front plate dimensions

VTD/100
12swg stainless steel coded call
video panel, illuminated
buttons, 380hx152w front plate
dimensions, back plate (TDI)
360hx134wx80d

VRVDDA/1
12 swg stainless steel vandal-resistant
video, flush mount, includes
illuminated/tactile ‘CALL’ button,
‘SPEAK NOW’ LED and ‘DOOR
OPEN’ LED (requires MVT/100),
325hx120w front plate dimensions

VRVDDA/1 + VRSH/300V/2
SURFACE HOUSING
80mm depth at top reducing to
70mm at the base

VRADDA/1
12swg stainless steel vandal-resistant
audio, flush mount, includes
illuminated/tactile ‘CALL’ button, ‘SPEAK
NOW’ LED and ‘DOOR OPEN’ LED,
225hx120w front plate dimensions

VRADDA/1 + VRSH/300A/2
SURFACE HOUSING
70mm depth at top reducing to 60mm
at the base

SPECIAL SIZE ENTRY PANEL
12swg stainless steel vandal-resistant
audio, flush mount, includes 5
illuminated/tactile buttons, ‘SPEAK
NOW’ LED, ‘DOOR OPEN’ LED and
proximity access control cut out,
395hx160w front plate dimensions

Posts for mounting vandal-resistant stainless steel
entry panels, so easier access is achieved for
vehicles. Adaptor plates are required. Dual height posts
and special posts are available on request.

HDP1200
Heavy duty, box
section, stainless steel
post requires adaptor
plate for entry panel,
1.2m high, 80x80mm

TP1200
Tubular, polished
stainless steel post
requires adaptor
plate for entry
panel, 1.2m high,
38mm diameter

VRVDDA/1 +
VRSH/300V/2
SURFACE HOUSING

With all the quality, durability and
style you would expect from bpt,
and adapted to comply with the
requirements of the Disability
Discrimination Act 1995 (DDA), with
tactile illuminated buttons, Braille
characters and LED indicators.

The range is based on our
interpretation of the relevant
requirements of the DDA. Designs
and styles including double height
panels are available.

Back boxes are 80mm deep and 15mm less than front plate in height
and 16mm less in width for all panels starting VR.

VRAD/KEP
12swg stainless steel
vandal resistant audio
panel with prox cut-out,
440hx165w front plate
dimensions

ATD/100
12swg stainless steel
coded call audio 
panel, illuminated
buttons, 380hx152w
front plate dimensions 

HAC/200 + HSC/0ST
Targha style digital panel
adjacent to audio panel,
207hx198wx280d

VRAD/KE
12swg stainless steel
vandal resistant audio
panel, 365hx165w front
plate dimensions



Wall mount or table top, these audio
and video handsets are stylishly
simple and utterly reliable.

Part of bpt’s popular System 200, the
audio handset can be either analogue
or digital and is compatible with any
bpt entry panel.

The VMF/200 classic monitor has a
flat tube with a slim line 4” black &
white video monitor with no need
for an embedding box. Up to 4
VMF/203 monitors can be connected
in an intercom system.The video
monitor can also be used with
System 300 and X2.
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VMF/200 - VMF/300
Slim line with flat tube 4” black & white
video monitor and handset, lock release,
stair light, monitor live and aux buttons.
195x230x72mm

C/200LA
Isolated line version of C/200 with lock release, privacy
and concierge buttons plus 2 LEDs indicating door
open and privacy on (only works with A/200LA PSU).
88x220x70mm.To table mount use EKT/200 base 
and cable

C/200
Features door lock release and
auxiliary button. 88x220x70mm.
To table mount, use EKT/200
base and cable
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With a stylish, compact design and
unrivalled versatility, Exedra was
produced as the result of a
competition workshop intended to
exploit technology and blend
technical skills with design and
ergonomics to produce an
unbeatable feature-packed package.

A completely modular system, it can
be wall mounted or used as a table-
top set.The diversity of combinations
possible with its various components
meet every possible need.

Available as audio, audio telephone
or video handsets with the option of
a black & white or colour monitor,
the Exedra range also features
extending telephone-type cords and
a special cradle to prevent the
receiver falling.

XVFCT/200 - XVFCT/300
Table-top video entry phone with colour monitor.
Features lock release, stair light, monitor live and aux
buttons plus contrast and brightness controls,
239x222x200mm.Also available with black & white
monitor (XVFT/200) and as wall mount with colour
monitor (XVFCP/200) or black & white monitor
(XVFP/200) 

XC/200 - XC/300 +
TABLEMOUNT
As XC/200 but with table
mounting accessories XKP/85,
XKT/85 and XKT/C240,
111x222x200mm

XT/200 - XT/300 
The telephone handset which enables all
the functions of a telephone to be
integrated with the entry control system
with the added convenience of hands
free function and 10 number memory.
Features hands free, door lock release,
mute, one touch dial, porter call, entry
panel/telephone toggle buttons.
154x224x65mm

XC/200 - XC/300
Surface mount modular wall
handset, includes door lock
release and auxiliary button,
111x224x65mm

VM/200 - VM/300
Wall mount, semi-recessed
monitor with 5” black &
white video monitor with
handset, lock release, stair
light, monitor live and aux
buttons. 192x220x98mm.
Requires either VKP/203
wall mounting or VKT/203
plus VPM/240UKSC table
mount kits


